With a long lifespan and good heat dissipation, LED lights surround the entire cylinder shape and bottom portion. The “instant-on” high output LED fixture brings energy efficiency to applications once reserved for metal halide fixtures.

The sealed fixture is IP64 rated and is perfect for gymnasiums, warehouses, large facilities, and more. Suitable for indoor and outdoor applications. The Corn Cob LED Lamp provides 360° of energy efficient illumination.

**PRODUCT DETAILS**

**Intended Use**
Corn Cob LED Fixtures are ideal for 400W MH replacements for both indoor and outdoor applications. Can be used in fully sealed fixtures.

**Construction & Materials**
High quality aircraft aluminum rail. Incorporated heat sink technology greatly increases fixture life. IP64 Rated.

**Optical System**
Optimally spaced LED arrays provide even light distribution.

**Electrical System**
100-277VAC

**Installation**
Quick and easy installation into E40/E39 base.

**Listings**
UL Listed
CE Compliant
DLC Qualified
RoHS Compliant

**Warranty**
Corn Cob LED Fixtures come with a five year warranty for parts manufactured and furnished by Innovative Lighting, LLC. Standard terms and conditions apply.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Wattage</th>
<th>Color</th>
<th>Lens</th>
<th>Life</th>
<th>Lumens</th>
<th>Mounting</th>
<th>Wty</th>
<th>Dimensions</th>
<th>Weight</th>
<th>DLC/EC #</th>
</tr>
</thead>
<tbody>
<tr>
<td>SNC-CLW-60WIE39</td>
<td>60W</td>
<td>5.000K</td>
<td>Clear</td>
<td>50,000 hrs</td>
<td>6500</td>
<td>Screw in</td>
<td>5 yrs</td>
<td>11.1&quot; long 3.7&quot; base diameter</td>
<td>1.3 lbs</td>
<td>PYPTV8E8</td>
</tr>
<tr>
<td>SNC-CLW-100WB2</td>
<td>100W</td>
<td>5.000K</td>
<td>Clear</td>
<td>50,000 hrs</td>
<td>10,820</td>
<td>Screw in</td>
<td>5 yrs</td>
<td>11.3&quot; long 4.9&quot; base diameter</td>
<td>2.5 lbs</td>
<td>P8M3YHP5</td>
</tr>
<tr>
<td>SNC-CLW-120WB2</td>
<td>120W</td>
<td>5.000K</td>
<td>Clear</td>
<td>50,000 hrs</td>
<td>12,840</td>
<td>Screw in</td>
<td>5 yrs</td>
<td>12.2&quot; long 4.9&quot; base diameter</td>
<td>2.7 lbs</td>
<td>PWHPAT7H</td>
</tr>
<tr>
<td>SNC-CLW-150WB2</td>
<td>150W</td>
<td>5.000K</td>
<td>Clear</td>
<td>50,000 hrs</td>
<td>16,197</td>
<td>Screw in</td>
<td>5 yrs</td>
<td>12.2&quot; long 4.9&quot; base diameter</td>
<td>2.7 lbs</td>
<td>PE4VF5H6</td>
</tr>
</tbody>
</table>